CHANNEL UTILITY GUIDE

SINGLE AXLE CHANNEL UTILITY (U6, U2, U7, U8)
TANDEM AXLE CHANNEL UTILITY (UC, UJ, UK, UL)
60” ALL-STEEL UTILITY (A6)

ACCESSORIES AVAILABLE:
• READY RINGS
• TOOLBOXES
• SPARE TIRE MOUNT
• PIPE UTILITY RACK
• TRIMMER ACCESSORIES
• BED DIVIDER
• BENCH VICE
• COOLER RACK
• GAS CAN RACK
• TARP BRACKET

All Utilities Now Equiped with READY-RAIL
PATENT PENDING

THE PROFESSIONAL GRADE STANDARD
60” SINGLE AXLE CHANNEL UTILITY (U6)

- Length: 8'-14'
- Deck Height: 21”
- Deck Width: 60”
- Couplers: Bumper Pull & Pintle
- GVWR: 2,990 lbs
- Load Capacity: 2,040 lbs (10 ft)
- Weight: 950 lbs (10 ft)

72” SINGLE AXLE CHANNEL UTILITY (U2)

- Length: 8'-14'
- Deck Height: 21”
- Deck Width: 72”
- Couplers: Bumper Pull & Pintle
- GVWR: 2,990 lbs
- Load Capacity: 1,770 lbs (12 ft)
- Weight: 1,220 lbs (12 ft)

77” SINGLE AXLE CHANNEL UTILITY (U7)

- Length: 8'-14'
- Deck Height: 21”
- Deck Width: 77”
- Couplers: Bumper Pull & Pintle
- GVWR: 2,990 lbs
- Load Capacity: 1,690 lbs (12 ft)
- Weight: 1,300 lbs (12 ft)

83” SINGLE AXLE CHANNEL UTILITY (U8)

- Length: 8'-14'
- Deck Height: 21”
- Deck Width: 83”
- Couplers: Bumper Pull & Pintle
- GVWR: 2,990 lbs
- Load Capacity: 1,665 lbs (14 ft)
- Weight: 1,325 lbs (14 ft)
SINGLE AXLE CHANNEL UTILITY

60” (U6), 72” (U2), 77” (U7), 83” (U8) Deck Widths

**CHANNEL FRAME**

4” Channel Frame Standard

Our single and tandem axle utilities receive a 4” channel frame standard. A c-channel frame is significantly stronger than the angle frames most manufacturers use.

**STANDARD FEATURES**

- 2,990 lbs GVWR
- 3,500 lbs GAWR
- 2” Bulldog Coupler
- Safety Chains
- Pipe Mount Swivel Jack
- Dexter E-Z lube Idler Axle
- 4 Leaf Double Eye Spring Suspension
- New 15” White Spoke Wheels
- New ST 205/75R15 Radial Tires
- Stake Pockets (12 & 14 ft)

- Tread Plate Removable Aluminum Fenders
- 4” Channel Frame & Tongue
- 2 ½" x 2 ½" x 3/16” Angle Crossmembers
- 2” x 2” Removable Side Rail
- Treated Pine Deck
- DOT Approved Flush Mount Lights
- Molded Wire Harness (12 & 14 ft)
- Sand Blasted
- Acid Washed
- Powder Coated

At PJ Trailers, every trailer we build is powder coated with Sherwin-Williams™ Powder Coat. A powder coat finish is far superior to conventional paint. It is extremely durable and does not easily crack, chip, or peel as conventional paint does. Powdercoating also helps prevent rust & corrosion making it the longest lasting and most durable finish on the market.

**WEIGHTS**

<table>
<thead>
<tr>
<th>Model</th>
<th>Length</th>
<th>Axles</th>
<th>Est. Base Weight</th>
</tr>
</thead>
<tbody>
<tr>
<td>U6 (60”)</td>
<td>8’</td>
<td>1 - 3500</td>
<td>740 lbs / 336 kg</td>
</tr>
<tr>
<td>U6 (60”)</td>
<td>10’</td>
<td>1 - 3500</td>
<td>800 lbs / 363 kg</td>
</tr>
<tr>
<td>U6 (60”)</td>
<td>12’</td>
<td>1 - 3500</td>
<td>840 lbs / 381 kg</td>
</tr>
<tr>
<td>U6 (60”)</td>
<td>14’</td>
<td>1 - 3500</td>
<td>1040 lbs / 472 kg</td>
</tr>
<tr>
<td>U2 (72”)</td>
<td>8’</td>
<td>1 - 3500</td>
<td>1070 lbs / 485 kg</td>
</tr>
<tr>
<td>U2 (72”)</td>
<td>10’</td>
<td>1 - 3500</td>
<td>1170 lbs / 531 kg</td>
</tr>
<tr>
<td>U2 (72”)</td>
<td>12’</td>
<td>1 - 3500</td>
<td>1270 lbs / 576 kg</td>
</tr>
<tr>
<td>U2 (72”)</td>
<td>14’</td>
<td>1 - 3500</td>
<td>1370 lbs / 621 kg</td>
</tr>
<tr>
<td>U7 (77”)</td>
<td>10’</td>
<td>1 - 3500</td>
<td>980 lbs / 445 kg</td>
</tr>
<tr>
<td>U7 (77”)</td>
<td>12’</td>
<td>1 - 3500</td>
<td>1060 lbs / 481 kg</td>
</tr>
<tr>
<td>U7 (77”)</td>
<td>14’</td>
<td>1 - 3500</td>
<td>1180 lbs / 535 kg</td>
</tr>
<tr>
<td>U8 (83”)</td>
<td>10’</td>
<td>1 - 3500</td>
<td>1000 lbs / 454 kg</td>
</tr>
<tr>
<td>U8 (83”)</td>
<td>12’</td>
<td>1 - 3500</td>
<td>1100 lbs / 499 kg</td>
</tr>
<tr>
<td>U8 (83”)</td>
<td>14’</td>
<td>1 - 3500</td>
<td>1240 lbs / 562 kg</td>
</tr>
</tbody>
</table>

†Weights are estimated for base trailer only. PJ Trailers makes no guarantee regarding the accuracy of estimated weights.

**COUPLER OPTIONS**

- 2” A-Frame (Standard)
- 2 ½” A-Frame
- 2 ½” Adjustable
- 3” Pintle Eye

**AXLE OPTIONS**

- (1) 3,500 lbs One Idler / Spring (Standard)
- (2) 3,500 lbs One Brake / Spring
- (1) 5,200# Electric / Spring (83” Only)

**TAIL OPTIONS**

- Straight Deck (Standard)
- 2’ Dovetail w/ 5’ Slide-in Ramps (12 ft & up)
- 2’ Dovetail w/ 2 Fold-up Ramps
- 2’ Dovetail w/ 4’ Fold-up Gate
- Straight Deck w/ 2 Fold-up Ramps
- Straight Deck w/ 4’ Fold-up Gate
- Straight Deck w/ 5’ Slide-in Ramps (12 ft & up)
- Tilt Deck (Single Axle Only)
- 2’ Dovetail
- Straight Deck w/ Bi-Fold Gate
- 2’ Dovetail w/ Bi-Fold Gate
- 4’ Dovetail w/ Bi-Fold Gate

**OTHER OPTIONS**

- Side Mount ATV Ramps (12 ft or Longer)
- 2 Flush Mount D-Rings
- Expanded Metal Floor
- 2” Removable Pipe Side Rail
- Rub Rail
- Steel Floor w/ 4” D-rings
- Spare Tire Mount
- Rear Support Jacks
- 16” Cross Members
- Regular Sides w/ Solid Metal

**LANDSCAPE OPTIONS**

- 2 ft Expanded Metal Sides
- 4 ft Expanded Metal Sides
- Front Tool Cage
- 4 ft Side Gate (14 ft or Longer)

**POPULAR OPTIONS**

- 2” Pipetop Removable Side Rails with Solid Metal
- 2” Pipetop Removable Side Rails
- Side Mount ATV Ramps
- Regular Sides with Solid Metal

**AVAILABLE IN 60”, 72”, 77”, & 83” DECK WIDTHS**

**Dexter Axles**

Dexter is the undisputed leading manufacturer of trailer axles for over 50 years. Their American made axles are known for safe, reliable, and smooth performance.
60” TANDEM AXLE CHANNEL UTILITY (UC)
- Length: 10 - 20’
- Deck Height: 21”
- Deck Width: 60”
- Couplers: Bumper Pull & Pintle
- GVWR: 7,000 lbs
- Load Capacity: 5,480 lbs (16 ft)
- Weight: 1,520 lbs (16 ft)

72” TANDEM AXLE CHANNEL UTILITY (UJ)
- Length: 10 - 22’
- Deck Height: 21”
- Deck Width: 72”
- Couplers: Bumper Pull & Pintle
- GVWR: 7,000 lbs
- Load Capacity: 5,390 lbs (16 ft)
- Weight: 1,610 lbs (16 ft)

77” TANDEM AXLE CHANNEL UTILITY (UK)
- Length: 10 - 22’
- Deck Height: 21”
- Deck Width: 77”
- Couplers: Bumper Pull & Pintle
- GVWR: 7,000 lbs
- Load Capacity: 5,300 lbs (16 ft)
- Weight: 1,700 lbs (16 ft)

83” TANDEM AXLE CHANNEL UTILITY (UL)
- Length: 10 - 22’
- Deck Height: 21”
- Deck Width: 83”
- Couplers: Bumper Pull & Pintle
- GVWR: 7,000 lbs
- Load Capacity: 5,200 lbs (16 ft)
- Weight: 1,800 lbs (16 ft)
TANDEM AXLE CHANNEL UTILITY

60” (UC), 72” (UJ), 77” (UK), 83” (UL) Deck Widths

**CHANNEL FRAME**

4” Channel Frame Standard
Our single and tandem axle utilities receive a 4” channel frame standard. A c-channel frame is significantly stronger than the angle frames most manufacturers use.

**STANDARD FEATURES**

- 7,000 lbs GVWR
- 16,000 lbs x 2 GAWR
- 2” Bulldog Coupler
- Safety Chains
- Pipe Mount Swivel Jack
- 2” x 2” x 1/4” Angle Cross Members
- New 15” White Spoke Wheels
- New ST205/75R15 Radial Tires
- Stake Pockets

At PJ Trailers, every trailer we build is powder coated with Sherwin-Williams™ Powder Coat. A powder coat finish is far superior to conventional paint. It is extremely durable and does not easily crack, chip, or peel as conventional paint does. Powdercoating also helps prevent rust & corrosion making it the longest lasting and most durable finish on the market.

**COUPLER OPTIONS**

- 2” A-Frame (Standard)
- 2 5/16” A-Frame
- 2 5/16” Adjustable
- 3” Pintle Eye

**AXLE OPTIONS**

- 2) 3,500 lbs One Brake One Idler / Spring (Standard)
- 2) 3,500 lbs Two Idlers / Spring
- 2) 3,500 lbs Two Brakes / Spring
- 2) 5,200# One Electric / Spring (83” Only)
- 2) 5,200# Electric / Spring (83” Only)

**TAIL OPTIONS**

- Straight Deck (Standard)
- 2’ Dovetail w/ 5’ Slide in Ramps (12 ft & Up)
- 4’ Dovetail w/ 5’ Slide in Ramps (16 ft & Up)
- 2’ Dovetail w/ 2 Fold Up Ramps
- 2’ Dovetail w/ 4’ Spring Assist Gate
- Straight Deck w/ 2 Fold Up Ramps
- 4’ Dovetail w/ 2 Fold Up Ramps (16 ft & Up)
- Straight Deck w/ 4’ Spring Assist Gate
- Straight Deck w/ 8’ Slide in Ramps (12 ft & Up)
- 2’ Dovetail
- 4’ Dovetail
- Straight Deck w/ Bi-Fold Gate

**OTHER OPTIONS**

- Side Mount ATV Ramps (14 ft or Longer)
- 4 ft Solid Metal Sides
- Flush Mount D-Rings
- Diamond Plate Steel Fenders
- Expanded Metal Floor
- Removable Pipe Side Rail
- Rub Rail
- Steel Floor w/ 4 D-rings
- Spare Tire Mount
- Rear Support Jacks
- 16” Cross Members
- 22” Solid Metal Sides w/ 2” Pipe-top
- Regular Sides w/ Solid Metal

**LANDSCAPE OPTIONS**

- 2 ft Expanded Metal Sides
- 4 ft Expanded Metal Sides
- Front Tool Cage
- 4 ft Side Gate (14 ft or Longer)

**WEIGHTS**

<table>
<thead>
<tr>
<th>Model</th>
<th>Length</th>
<th>Axles</th>
<th>Est. Base Weight†</th>
</tr>
</thead>
<tbody>
<tr>
<td>UC (60”)</td>
<td>10’</td>
<td>2 - 3500</td>
<td>1220 lbs / 553 kg</td>
</tr>
<tr>
<td>UC (60”)</td>
<td>12’</td>
<td>2 - 3500</td>
<td>1320 lbs / 598 kg</td>
</tr>
<tr>
<td>UC (60”)</td>
<td>14’</td>
<td>2 - 3500</td>
<td>1420 lbs / 644 kg</td>
</tr>
<tr>
<td>UC (60”)</td>
<td>16’</td>
<td>2 - 3500</td>
<td>1520 lbs / 689 kg</td>
</tr>
<tr>
<td>UC (60”)</td>
<td>18’</td>
<td>2 - 3500</td>
<td>1620 lbs / 735 kg</td>
</tr>
<tr>
<td>UC (60”)</td>
<td>20’</td>
<td>2 - 3500</td>
<td>1720 lbs / 780 kg</td>
</tr>
<tr>
<td>UC (60”)</td>
<td>22’</td>
<td>2 - 3500</td>
<td>1820 lbs / 826 kg</td>
</tr>
<tr>
<td>UK (72”)</td>
<td>14’</td>
<td>2 - 3500</td>
<td>1400 lbs / 635 kg</td>
</tr>
<tr>
<td>UK (72”)</td>
<td>16’</td>
<td>2 - 3500</td>
<td>1520 lbs / 689 kg</td>
</tr>
<tr>
<td>UK (72”)</td>
<td>18’</td>
<td>2 - 3500</td>
<td>1620 lbs / 735 kg</td>
</tr>
<tr>
<td>UK (72”)</td>
<td>20’</td>
<td>2 - 3500</td>
<td>1720 lbs / 780 kg</td>
</tr>
<tr>
<td>UK (72”)</td>
<td>22’</td>
<td>2 - 3500</td>
<td>1820 lbs / 826 kg</td>
</tr>
<tr>
<td>UJ (77”)</td>
<td>10’</td>
<td>2 - 3500</td>
<td>1370 lbs / 621 kg</td>
</tr>
<tr>
<td>UJ (77”)</td>
<td>12’</td>
<td>2 - 3500</td>
<td>1470 lbs / 667 kg</td>
</tr>
<tr>
<td>UJ (77”)</td>
<td>14’</td>
<td>2 - 3500</td>
<td>1570 lbs / 712 kg</td>
</tr>
<tr>
<td>UJ (77”)</td>
<td>16’</td>
<td>2 - 3500</td>
<td>1670 lbs / 757 kg</td>
</tr>
<tr>
<td>UJ (77”)</td>
<td>18’</td>
<td>2 - 3500</td>
<td>1770 lbs / 803 kg</td>
</tr>
<tr>
<td>UJ (77”)</td>
<td>20’</td>
<td>2 - 3500</td>
<td>1870 lbs / 848 kg</td>
</tr>
<tr>
<td>UJ (77”)</td>
<td>22’</td>
<td>2 - 3500</td>
<td>1970 lbs / 894 kg</td>
</tr>
<tr>
<td>UL (83”)</td>
<td>14’</td>
<td>2 - 3500</td>
<td>1480 lbs / 671 kg</td>
</tr>
<tr>
<td>UL (83”)</td>
<td>16’</td>
<td>2 - 3500</td>
<td>1540 lbs / 699 kg</td>
</tr>
<tr>
<td>UL (83”)</td>
<td>18’</td>
<td>2 - 3500</td>
<td>1740 lbs / 789 kg</td>
</tr>
</tbody>
</table>

† Weights are estimated for base trailer only. PJ Trailers makes no guarantee regarding the accuracy of estimated weights.

**POPULAR OPTIONS**

- Side Mount ATV Ramps
- 2” Pipetop Removable Siderails
- Regular Siderails with Solid Metal

**AVAILABLE IN 60”, 72”, 77”, & 83” DECK WIDTHS**

- UC MODEL
- UJ MODEL
- UK MODEL
- UL MODEL

Dexter Axles
Dexter is the undisputed leading manufacturer of trailer axles for over 50 years. Their American made axles are known for safe, reliable, and smooth performance.
60” ALL-STEEL UTILITY (A6)

Lengths: 8’ - 10’

CHANNEL FRAME

4" Channel Frame Standard
Our single and tandem axle utilities receive a 4" channel frame standard. A c-channel frame is significantly stronger than the angle frames most manufacturers use.

STANDARD FEATURES
- 3,500 lbs GVWR
- 3,500 lbs x 1 GAWR
- 2” Ball Coupler
- Safety Chains
- 1 - Pipe Mount Swivel Jack (2,000 lbs)
- 1 - Posi-lube Idler Axle (3,500 lbs)
- 4 Leaf Double-eye Spring Suspension
- 2 NEW 15” White Spoke Wheels
- 2 NEW ST205/75R15 Rad. Tires (1,820 lbs)
- 9” x 33” Tread Plate Removable Aluminum Fenders
- 12ga Solid Steel Sides
- 3” Channel Tongue
- 2 1/2” x 2 1/2” x 3/16” Angle Crossmembers
- 1/8” Diamond Plate Steel w/ 4 Flush mount D-Rings
- 60” Wide Deck
- 4 ft Expanded Metal Gate
- DOT Approved Flush mount Lights
- Sand Blasted, Acid Washed, Powder Coated

At PJ Trailers, every trailer we build is powder coated with Sherwin-Williams™ Powder Coat. A powder coat finish is far superior to conventional paint. It is extremely durable and does not easily crack, chip, or peel as conventional paint does. Powdercoating also helps prevent rust & corrosion making it the longest lasting and most durable finish on the market.

COUPLER OPTIONS
BP 2” A-Frame (Standard)
BP 2 5/16” A-Frame
BP 2 5/16” Adjustable
3” Pintle Eye

AXLE OPTIONS
(1) 3,500 lbs Idler / Spring (Standard)
(1) 3,500 lbs Electric / Spring

TAIL OPTIONS
Straight Deck w/ 4’ Fold-up Gate (Standard)
Other Options
2 Flush Mount D- Rings
Spare Tire Mount

WEIGHTS

<table>
<thead>
<tr>
<th>Length</th>
<th>Axles</th>
<th>Est. Base Weight†</th>
</tr>
</thead>
<tbody>
<tr>
<td>8’</td>
<td>1 - 3500</td>
<td>890 lbs / 404 kg</td>
</tr>
<tr>
<td>10’</td>
<td>1 - 3500</td>
<td>1060 lbs / 481 kg</td>
</tr>
</tbody>
</table>

† Weights are estimated for base trailer only, PJ Trailers makes no guarantee regarding the accuracy of estimated weights.

Dexter Axles
Dexter is the undisputed leading manufacturer of trailer axles for over 50 years. Their American made axles are known for safe, reliable, and smooth performance.

POPULAR SIDE & RAMP OPTIONS FOR CHANNEL UTILITIES
Ready Rail® is a patent pending rail system that allows you to customize your trailer to your specific needs through bolt-on accessories. With Ready Rail®, your trailer can transform over its life to match your ever changing needs.

Ready Rail® is available exclusively on PJ Trailers.

To learn more and see all the Ready Rail® accessories visit: PJREADYRAIL.COM
UTILITIES OPTIONS GUIDE

POWDER COAT COLOR OPTIONS:

ACTUAL COLOR MAY VARY; CHECK SPECIFIC MODEL PAGE FOR AVAILABLE COLORS

BLACK  GREY  DESERT TAN  WHITE  RED  TRACTOR ORANGE

TAIL OPTIONS

UTILITY TRAILER OPTIONS

PJ TRAILERS
• #1 Professional Grade Open Trailer Manufacturer
• Broad Line of Dumps, Flatdecks, Utilities, Carhaulers, Tilts & Equipment Trailers
• Over 300 Independent PJ Trailers Dealer Locations in the US & Canada

Visit Us Online at www.pjtrailers.com